
POTATO PEELERS

Potato Peeler PP-6+  /  PPC-6+
Hourly production: 120 Kg / 150 Kg
Load capacity per programme: 6 Kg
Timer (min-max): 0 ' - 6 '
Plate speed: 317 rpm
    
External dimensions
    
 ·Width: 395 mm
 ·Depth: 700 mm
 ·Height: 433 mm
    
external dimensions with support
    
 ·height with support: 411 mm
 ·depth with support: 700 mm
 ·height with support: 945 mm
    
Net weight: -- Kg

ALUMINIUM MADE POTATO RUMBLER

Output: 6 kg per cycle

· Abrasive peeling. The abrasive is highly resistant and long lasting. 
· Base Plate and chamber walls lined with abrasive. 
· Aluminium body. 
· PPC: Equipped with attachmet drive to power accessories. 
· Orientable cylinder. 
· Integral control panel complete with on/off push buttons and a 0-6 minute timer. 
· Optional extra: stainless steel floor stand and filter with no-foam feature.

DYNAMIC PREPARATION

· Attachment drive to power accessories (PPC 
model).

· Stainless steel floor stand. 
· Filter with no-foam feature. 
· Vegetable preparation attachment CR-143 
(PPC model). 
· Potato masher attachment P-132 (PPC 
model). 

      

UNE-EN 60335-2-64:2001, UNE-EN 60335-
1:1997; UNE-EN 55014-1:2002+A1:02, 
UNE-EN 61000-3-2:01; UNE-EN 61000-3-
3:97+A1:02+C:99, UNE-EN 55014-2:98

2006/95/EC, 2004/108/EC.

TECHNICAL SPECIFICATIONS

DEFAULT EQUIPMENT OPTIONAL EQUIPMENT


