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PRODUCT DATA SHEET
 Water • Delabie

MODEL: Delabie DLB-5012T6

Dimensions are in millimeters. If a Cad file is required please visit www.mechline.com.

Delabie 3/8-inch Mixer tap with Lever control and 300mm
Swivel Spout OA 400mm

Pedestal: Single Hole
Mount: Deck mounted
Water feed: Twin
Controls: Lever
Connections: 3/8-inch
Tap type: Monobloc Mixer
Spout: 300mm swivel

FEATURES & BENEFITS
• Deck mounted single hole mixer with swivelling, tubular spout H.
315mm L. 300mm.
• Star-shaped flow straightener.
• Flow rate set at 20 lpm at 3 bar.
• Spout with smooth interior.
• Slimline control lever.
• Chrome-plated body and spout with reinforced fixing via two stainless
steel rods and back-nuts.
• Without pop-up waste.
• Body/spout with smooth interior reduces bacteria.
• Supplied with stainless steel braided PEX flexibles F3/8-inch.

TECHNICAL INFO
• Connection(s): F3/8-inch.
• Worktop hole: 34mm.
• Height: 380mm.
• Drop height: 315mm.
• Spout length: 300mm.
• Flow rate: 20 lpm.

MAINTENANCE & CLEANING
Cleaning chrome: Do not use abrasive, chlorine or acid-
based cleaning products. Avoid contact with concentrated
bleach. Clean with soapy water using a cloth or sponge.
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